
Choose between two mower deck types to match your 
desired cut and finish.

STANDARD DECK
This 3-blade mower offers a wide cutting 
area, allowing you to cut more grass in a 
single pass. Choose a 48”/54” deck for the 
BX1870 or a 54”/60” deck for the BX2370/
BX2670/BX25D.

MOWING-HEIGHT 
ADJUSTMENT DIAL
A simple twist of the dial 
adjusts the mower height in 
¼” increments to your desired 
cutting level.

DURABLE SHAFT DRIVE
The BX-Series’ shaft drive 
delivers power smoothly from 
the mid-PTO to the mid-mount 
mower. Unlike belt drives, 
there is no slippage and 
maintenance in minimal.

EASY ATTACH/DETACH
Implements such as the loader 
or mower can be attached and 
detached quickly and easily—
saving you time and effort.

6 inches

HIGH CLEARANCE
With 6 inches of clearance – more than any 
other tractor in their class – the BX-Series 
tractors easily travel over uneven ground and 
raised obstacles.

FINE CUT DECK
For fi ner cutting jobs and more beautiful end results, the Fine 
Cut Deck is exactly what you’re looking for. Kubota’s baffl e 
structure allows the grass trimmings to be cut more fi nely, 
giving you a more professional fi nish. Our Fine Cut Deck also 
offers excellent performance with our optional mulching kit.

Deck depth
5 in.



HOSE PROTECTION
The loader hoses are tucked inside the boom 
for greater protection and better visibility.

H-SHAPED STAND FOR EASY ATTACH/DETACH
The BX front loader has an H-shaped stand, which makes it easy to attach and detach. 
This design also provides additional protection for hoses when the stand is folded.

Curved Front Loader Boom
The BX’s rounded boom perfectly
complements the new overall 
tractor design. But its benefits 
don’t end there. It also offers 
greater visibility.

Bring professional functionality to your BX with this 
rugged and sleek front loader.

C. FRONT GUARD (Optional)

D. FRONT AXLE CAPACITY
The BX-Series’ front axle is built for serious 
heavy-lifting work, from hauling loaded 
buckets to moving pallets of materials. C

A

B

D

A. KUBOTA-DESIGNED LOADER QUICK HITCH  
     (Optional)
Front Loader-mounted implements 
are now a snap to attach and 
remove, thanks to Kubota’s unique 
Quick Hitch system.

B. FRONT LOADER-MOUNTED
     IMPLEMENTS (Optional)
Pallet forks are an optional front loader attachment, giving 
the BX-Series even greater versatility.



Loading, mowing, digging—
whatever the job, the BX25D is ready

Straight out of the box, the BX25D is ready to go to work on any job you have. 
That’s because it comes with a backhoe and front loader as standard equipment. 
Kubota’s unique Quick Hitch makes short work of attaching these and other 
implements, including the optional pallet forks. The BX25D also has a specially 
reinforced frame that provides the durability, stability, and strength you need for 
heavy-duty implement work.

FRONT GUARD
A sturdy and distinctive front grill guard protects 
the front end and matches the tractor’s sleek, 
rounded look. 

REVERSIBLE SEAT
When its time to switch from loading to digging, 
simply lift the reversible seat and swivel it to the 
back. The seat also can be adjusted forward and 
back for optimum operator comfort.

(Note: Kubota recommends that the ROPS be in the up 
position during most operations.)

FOLDABLE ROPS
The BX25D’s Rollover Protective Structure (ROPS) 
quickly folds without tools, letting the BX25D 
easily pass under low obstructions. It also makes 
storage in a garage or shed a snap.



FRONT IMPLEMENT
4-POSITION CONTROL VALVE
Also standard on the BX25D, Kubota’s front 
4-position valve lets you quickly and easily 
attach the front loader and other front-mounted 
implements. The valve is tucked out of the way 
to maintain the BX25D’s clean and sleek look. 

A

B

A. KUBOTA ORIGINAL QUICK HITCH (Optional)
Front and rear implements are a snap to attach and remove, thanks to Kubota’s 
unique Quick Hitch system.

B. FRONT LOADER ATTACHMENTS (Optional)
Pallet forks are an optional front loader attachment, giving the BX-Series even 
greater versatility.

A

A

PALLET FORK (Optional)



Boosting a purpose-built, spacious, comfortable operator station, the BX25D is designed for serious 
digging. The backhoe itself features a curved boom, ample legroom, 20° angle of departure, superior 
protection for the hydraulic hoses, an easy attach/detach system and wide sight lines. It’s the perfect 
tool for everyday tasks as well as tough jobs.

CURVED BOOM
A curved boom not only allows you 
to dig deeper, it keeps the boom 
from contacting the edges of the 
excavation area. It also increases 
the lifting height.

A

A

A. BOOM AND SWING
     CYLINDER CUSHION 
     VALVES
Standard on the BX25D, an 
integrated cushion valve 
ensures smooth movement 
both horizontally and vertically, 
minimizing the shock that's 
transmitted to the operator 
when the backhoe arm hits its 
range limits.

WIDE VIEW
Tucking the hydraulic hoses inside the backhoe boom 
provides two great benefits—protection for the hoses and 
greater visibility for the operator. 

A positionable mechanical thumb gives the 
BX25D the ability to grasp and move logs, 
landscaping materials, and other items with 
ease, greatly expanding the types of jobs you 
can do around your property.

MECHANICAL THUMB (Optional)



EASY IMPLEMENT ATTACHMENT/DETACHMENT
4-point mounting systems at both the front and back of the 
BX25D simplify attaching and detaching the backhoe, front 
loader, and other implements. No tools required!

20° ANGLE OF 
DEPARTURE
Steep inclines pose no problem for 
the BX25D, thanks to it’s 20° angle of 
departure. It also means the tractor 
can be loaded onto trailers with the 
backhoe mounted. 

PROTECTED HOSES
Tucking the hydraulic hoses 
inside the backhoe boom helps 
protect them from damage and the 
elements, thereby increasing their 
service life.  

LEVER BOOTS
Boots on the bottom parts of the 
levers help protect the mechanisms 
from the elements as well as ensure 
smoother operation and a longer 
service life.

MORE LEGROOM
Wide steps on each side of the 
boom controls provide more room—
and comfort—for legs and feet.

20°



Whatever the job—digging, mowing, scraping, plowing, tilling, or hauling—
there’s a BX-Series implement that will get the job done faster and easier. 
These implements are designed to allow fast, easy attachment and removal, 
so you can efficiently switch from one job to the next.

GRASS CATCHER

992 (4410)
3.5
2.7
2.4
1.7

3.7 (14)
1778 (125)
1.57 (40)
2.56 (65)

882 (3920)
2.8
2

2.1
1.8

3.7 (14)
1778 (125)
1.57 (40)
2.56 (65)
0.12 (4.2) 0.14 (4.9)

Breakout Force (500mm fwd.)
Raising time to full height w/o load
Lowering time w/o load
Bucket rollback time
Bucket dumping time
Rated flow
Relief valve PSI
Lift cylinder bore diameter
Tilt cylinder bore diameter

lbs.  (N)
second
second
second
second

gpm (l/min)
psi (kg/cm2)

in. (mm)
in. (mm)

Bucket capacity (struck) m3 (cu.ft)

745 (338)613 (278)Lift capacity (pivot pin, max. height) lbs. (kg)

LA243AModel LA203A
BX2370/BX2670BX1870

Loader Specifi cations
LA243AModel

Max. lift height (to bucket pivot pin) 71.3 (1810)
52.4 (1330)
28.9 (735)

45
54.7 (1390)

29
4.7 (120)
39.0 (990)

48
518 (235)

in. (mm)

LA203A

71 (1810)
53.1 (1350)
28.3 (720)

40
52.4 (1330)

30
3.9 (100)
38.2 (970)

48
408 (185)

BX2370/BX2670BX1870

Dumping clearance
Dumping reach at max. lift height
Max. dump angle
Reach with bucket on ground
Bucket rollback angle
Digging depth
Overall height in carrying position
Bucket width
Lift capacity (500mm fwd., max. height)

in. (mm)
in. (mm)
degrees
in. (mm)
degrees
in. (mm)
in. (mm)

lbs. (kg)
in.



Industrial tire
(BX2370, BX2670, BX25D only)

Turf tire
(All models)

Bar tire
(BX1870, BX2370, BX2670 only)

Mid-Mount Mower Specifi cations

FRONT BLADE FRONT QUICKHITCH SYSTEM

SNOW BLOWER SWEEPER

Model RCK54-23BX RCK54P23BX RCK60B23BX

Type

Self Balance

54 (1372) 60 (1524)

1.0 – 4.0 (25 –102)

Dial gauge

209 (95)189 (86) 250 (115)

Number of blades

Mounting method

Cutting width

Cutting height
Adjustment of cutting height

Weight

in. (mm)

in. (mm)

lbs. (kg)

Side discharge

3

RCK48-18BX

Suspended-Linkage

48 (1219)

180 (81) 165 (75)

RCK48P18BX

BX1870 BX2370/BX2670/BX25D
BX1870/BX2370
BX2670/BX25D



R

*SAE J1995
The company reserves the right to change the above specifications without notice.
This brochure is for descriptive purposes only. Please contact your local Kubota dealer for warranty and safety information.
For your safety, Kubota strongly recommends the use of a Rollover Protective Structure (ROPS) and seat belt in almost all applications.
**The loader and backhoe come standard on the BX25D model.

Specifications
Model
Engine

Type

Model

Engine gross HP at 3200 rpm*

PTO horsepower at 3200 rpm

Displacement

Fuel tank capacity

Drive train
Transmission

Brakes

PTO

Rear

Mid

Hydraulics
Pump output

3-point hitch

Lift capacity @ 24" behind pin

Tire size
Front Turf/Bar/Industrial

Rear Turf/Bar/Industrial

680 (310)

0 – 8.4 ( 0 –13.5)

0 – 6.5 ( 0 –10.5)

95.5 (2425)

87.2 (2215)

8.7 (220)

7.5 (2.3)

lbs. (kg)

HP (kW)
cu.in. (cc)

Liquid-cooled, 3-cylinder diesel

HST, High-Low gear shift ( 2 forward / reverse )

Wet disc

Live independent, wet hydraulic clutch

STD (540rpm)

STD (2500rpm)

Category I Optional

Forward mph (km/h)

mph (km/h)

in. (mm)

in. (mm)

in. (mm)

in. (mm)

feet (m)

lbs. (kg)

Height with ROPS 

Wheelbase

Ground clearance (front axle)

Turning radius (w/o brake)

Tractor weight

Reverse

Dimensions
Length with 3-point hitch

Traveling speeds at 
 rated engine rpm (Turf)

HP (kW)

Kubota D902

55.1 (1400 )

Steering Hydrostatic Power Steering

Tread Front

Rear

in. (mm) 36.6 (930)

in. (mm)

1587 (720)

in. (mm)Width (w/ turf tire) 44.5 (1130)

Drive method 2WD and 4WD selection

BX25D** Loader Specifications
LA240A

Max. lift height (to bucket pivot pin)
Dumping clearance
Dumping reach at max. lift height
Maximum dump angle
Reach with bucket on ground
Bucket rollback angle
Digging depth
Bucket width

71.3 (1810)
52.4 (1330)
26.2 (665)

45
54.7 (1390)

29
4.7 (120)

48
Lift capacity (500mm fwd, max. height)

Breakout force (500mm fwd)
Raising time / lowering time (w/o load)
Bucket rollback time / dumping time

518 (235)

992 (4410)
3.5 / 2.7
2.4 / 1.7

in. (mm)
in. (mm)
in. (mm)
degrees
in. (mm)
degrees
in. (mm)

lbs. (kg)

lbs. (N)
second

second

in.

BX25D** Backhoe Specifications
BT602

Bucket cylinder digging force 

Dipperstick cylinder digging force
Boom swing mechanism
Shipping weight (with 12" bucket)
Transport height
Loading height
Digging depth
Swing pivot to rear axle center line

1936 (8610)
1171 (5209)
One cylinder

67.7 (1719)
5' (1533)

6'1" (1842)
28.6 (726)

Reach from swing pivot
Bucket rotation
Swing arc

8'7" (2612)
180
140

lbs. (N)

lbs. (N)

lbs. (kg)
in. (mm)

ft. (mm)
ft. (mm)

ft. (mm)
degrees
degrees

Angle of departure 20.1degrees

in. (mm)

Model

617 (280)

BX25DBX2370BX1870

Kubota D902Kubota D722

43.9 (719)

18.0 (13.4)

6.2 (23.5)

1410 (640)

13.7 (10.2)

54.8 (898)

23.0 (17.2)

6.6 (25)

17.7 (13.2)

54.8 (898)

23.0 (17.2)

17.7 (13.2)

16×7.5–8 / 16×7.5–8 / N.A.

24×12–12 / 24×12–12 / N.A.

18×8.5–10 / 18×8.5–10 / 18×8.5–10

26×12–12 / 26×12–12 / 26×12–12

18×8.5–10 / N.A./ 18×8.5–10

26×12–12 / N.A./ 26×12–12

0 – 7.8 ( 0 –12.5)

92.1 (2340)

86.2 (2190)

9.0 (230)

7.2 (2.2)

52.8 (1340 )

34.6 (880)

32.2 (820)

1345 (610)

0 – 5.9 ( 0 –9.5)

Lift capacity (pivot pin, max. height) 745 (338)lbs. (kg)

Model

BX2670

Kubota D1005

61.1 (1001)

25.5 (19.0)

19.5 (14.5)

1466 (665)

gpm ( /min.)

gal. ( )
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